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Laboratdrium nie je akreditované na vykonavanie skisok ozna¢enych "N".
The laboratory is not accredited to make tests marked with "N" sign.

INSPEKCNY CERTIFIKAT &islo / INSPECTION CERTIFICATE No:260609 / 1058188

Vyrobca / Producer SLOVNAFT, a.s.
Predmet inspekcie DIESEL (Trieda B) bio min. 6,9% (V/V)
Inspection object DIESEL (Grade B) bio min. 6,9% (V/V)
Sposch inspekcie Postidenie zhody podla PROD0156 s: STN EN 590 / IKV_SN_06 / SN_0604LOG
Inspection technique Conformity assessment according to PROD0156 with: STN EN 590 / IKV_SN_06 / SN_0604LOG
Sar¥a / Batch EXP_N5227 /33115903
Cislo nadrie / Tank Nr. N5227
Uvolnenie / Release 09.06.2026 Tomas FATUL, dispecer
Datum vyroby / Production date 09.06.2026
< s i 5 Stanovené Poziadavky Oznacenie metody Posudenie zhody
kisoh P rt v
Nazpirskisakinel tetodi i ey hodnoty Results | Requirements Test Method Conformity check
N FAnAVAa Sie o
LBISAOVS LISt 52.1 min. 51.0 STN EN 15195 Vyhovuie
Cetane number, Pass
A Cetanovy i Vyhovuj
getanovy index, 50.8 min. 46.0 STN EN SO 4264 eVl
Cetane index, Pass
N Hustota pri 15°C kg/m3 vyhovuje vyhovuje Vyhovuje
’ ! 1SO 121
Density at 15 °C, kg/m3, pass pass SINEN( 150 8 Pass
ry e — : -
Polycyklické aromatické uhlovodiky (PAH), % (m/m) Vyhovuje
. . 8. STN EN 12916
Polycyclic aromatic hydrocarbons (PAH), % (m/m) 31 max. 8.0 Pass
N - o . .
Ol meriggriv, g/ <05 max. 2.0 STN EN 16576 ¥yhovuje
Manganese content, mg/I Pass
A Obsah siry, m Vyhovuj
Ohsah siry, mg/kg 9.1 im, AL PP SV 5004 (STN EN ISO vhovuje
Sulphur content, mg/kg 20846) Pass
A A Urrylanitia © .
Bod vzplanutia, °C 65.0 >55.0 STN EN 150 2719 Vyhovuje
Flash point, °C Pass
A Uhlikovy zvy$ok (z 10 % dest. zvysku), % (m/m) Vyhovuje
o .01 . 0. E
Carbon residue (on 10% distil.residue), % (m/m) <0.0 max. 0.30 STNEN 150 10370 Pass
A Obsah popola, % (m/m) Vyhovuje
Ash GaHtai, 9% (] <0.001 max. 0.010 STN EN ISO 6245 Pass
A i‘ " 0, 5
Obsah vody, % (m/m) 0.006 max. 0.020 STN EN 1SO 12937 ok
Water content, % (m/m) Pass
A Celkovy obsah nedistot k Vyhovuj
elkow gbsahnedistot: ma/ke <12.0 max. 24.0 STN EN 12662-1 s
Total contamination, mg/kg Pass
A Kordzia na medenom pliesku (3hod, 50°C), trieda 1 Vyhovuje
Copper strip corrosion (3 h at 50°C), 12 class 1 STNLEN 02160 Pass
A Nyvi 3l 21 / 3 :
Oxidacna stalost, g/m Vyhovuje
Oxidation stability, g/m? 2 Pl STV EN BRRLESES Pass
N 5 v . ‘ <
Oxidacna stalost, h . Vyhovuje
Oxidation stability, hr i el S Thi BN 1575 Pass
N oo " -
aéet castic>=4 I ! , Vyhovuje
It Casticpt won; pocet/m 203 max. 10000 IP 630- ‘ IR
particle counts>=4 um, counts/ml i ) - Pass
N . ; 5 - - : -
Mazivost,priemer oder.stopy(wsd)/60°C, pm i Vyhovuje
. 460 . -
Lubricity wear scar diameter WSD at 60°C, um 170 max : STRREN B0 Ldlahed Pass
A Viskozita pri 40 °C, mm2/s e bt : Vyhovuje
’ . ’ -4, | 104 )
Viscosity at 40 °C, mm2/s 2752 2,690 =4.500 ~STN EN 50-3 0 Pass
Destilaéna skiska,
Distiliation test, A

Inspekeny certifikat je vystupom pocitatového spracovania a je platny aj bez peciatky a podpisu. E-mail: Test.Labs@vurup.sk
Inspection certificate is the output of electronically processed system and is valid without signature and stamp. E-mail: Test.Labs@vurup.sk
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NzowskifialshsimetSdidi sy Stanovené Poiia.davky Oznacenie metody Posﬂdeni-e zhody
‘ hodnoty Results | Requirements Test Method Conformity check
’ 22 :2 R;%; Z:g:;:gsj:ttj?é"c 355.8 max. 360.0 STN EN ISO 3405 \P/Z?So"”je
A \ . .
e e e |10 | o
PRl T | i
e a120°% i L7 ntmative | ASTMD 262¢ formative

A

Vysvetlivky / Abbreviations: * - Akreditovana ski$obna metéda, Accredited testing methods N - Neakreditovand skidobna metdda, Non-accredited testing methods

Hustota pri 15°C - vyhovuje v zmysle poZiadavky STN EN 590, t.j. 815-845 kg/m3
Density at 15°C - meet the limit 815-845 kg/m3 according to STN EN 590

Vyhlasenie:

Analytické skuanie bolo vykonané v sktisobnych laboratériach VURUP, a.s.(Reg. No. 049/5-119) formou subdodavky.
Vysledky sktigok je mozné reklamovat do 14 dni odo dria prevzatia inSpekéného certifikatu.

Vysledky inSpekcie sa tykaju len predmetu inSpekcie.

Inspekény certifikdt moze byt reprodukovany vyhradne ako celok.

Statement:

The analytical testing was performed by accredited testing laboratories VURUP, a.s.(Reg. No. 049/5-119) as subcontracting.
The test results can be claimed within 14 days from the day of take over the inspection certificate.

The results relate only to the items of inspection.

Except in full, the Inspection certificate shall not be reproduced without written approval of the Inspection body.

Pouzité rozhodovacie pravidlo: STN EN 590 /IKV_SN_06 / SN_0604LOG. Pri posudeni zhody nebola zohladnena neistota merania.

Used the decision rule: STN EN 590 /IKV_SN_06 / SN_0604LOG. The measurement uncertainty was not taken into account in the conformity
assessment.

Vysledok inspekcie: Predmet inSpekcie vyhovuje poziadavkam na kvalitu v sulade s: STN EN 590 /IKV_SN_06 / SN_0604LOG
Inspection subject: Object of inspection meets requirements in compliance with: STN EN 590 / IKV_SN_06 / SN_0604LOG
Datum inspekcie / Date of Inspection: 09.06.2026

Inspekciu vykonal a schvalil / Inspection executed and approved by : Eva Strieborna, inSpektor / inspector

Datum vystavenia / Date of issue: 09.06.2026
Vystavil / Issued by: Eva Strieborna, inSpektor / inspector

koniec certifikatu / end of certificate

In3pekény certifikat je vystupom poditatového spracovania a je platny aj bez peéiatky a podpisu. E-mail: Test.Labs@vurup.sk
Inspection certificate is the output of electronically processed system and is valid without signature and stamp. E-mail: Test.Labs@vurup.sk
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