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VURUP, a.s.

in$pekény orgén, typ C
Inspection body, type C
1€0/Company ID: 35 691 310

Vicie hrdlo 1

821 07 Bratislava

JR——

JsNas

Reg. No. 0481025

Subdodavatel nie je akreditovany na vykonavanie sktsok oznicenych "SN”.
The subcontractor is not accredited to make tests marked with "SN" sign.

INSPEKENY CERTIFIKAT ¢islo / INSPECTION CERTIFICATE No: 260718 / 1080214

Vyrobca / Producer

Predmet inpekcie

Inspection object

Spdscb inSpekcie

Inspection technique

Saria / Batch

Cislo nadrie / Tank Nr.
Uvolnenie / Release

Datum vyroby / Production date

Vlastnost / Property

SLOVNAFT, a.s.
DIESEL (Trieda B)
DIESEL {Grade B}

Postidenie zhody podia PRODO156 s: STN EN 590 / IKV_SN_06 / SN_0601L0G
Conformity assessment according to PRODO156 with: STN EN 590 / IKV_SN_06 / SN_0601L0G

EXP_N5224 /33179250
N5224

18.07.2026 Ladislav Kertész, dispecer

A Cetanové &islo,
Cetane Number,

N Hustota pri 15 °C, kg/m3,
Density at 15 °C, kg/m3,

Cetanovy index,
Cetane |ndex )

SA

) -
Polycykhcke aromancke uhlovodiky (PAH), % {m/m) !
Polycyclic aromatic hydrocarbons (PAH), %

N Obsah manganu, mg/i

Manganese content, mg/|

% QObsah siry, mg/kg

‘Suffur content, mg/kg

% Bod vzplanutia, °C

Flash point, °C

4 Uhlikovy zvy$ok {z 10 % dest. zvysku), % (m/m)
Carbon residue (on 10% distil.residue), % (m/m)

54 Obsah popola, % {m/m)

Ash content, % {m/m)

% Obsah vody, % {m/m)

Water content, % (m/m)
Ce!kovy obsah necistot, mg/kg
Total contamination, mg/kg

A

SA

4 Oxida&nd stalost, g/m*

Oxidation stability, g/m?
pocet astic>=4 um, podet/m)
_particle counts>=4 pm, counts/ml

SN

4 Viskozita pri 40 °C, mm2/s
Viscosity at 40 °C, mm2/s
Destilatnd skuska,
Distillation test,

Korbzia na medenom pliegku (3h pri 50°C),"
Copper strip corrosion {3h at 50°C b

Mazivost, priemer oder stopy(wsd)/SO C, pm
Lubricity wear scar diameter WSD at 60°C, um

SA 9 (V/V) destilatu do 250 °C, % (V/V)

=% (V/V) recovered at 250 °C, % (V/v)

In$pekeny certifikat je vystupom patitafového spracovania a je platny aj bez peiatky a podpisu. E-mail: Test.Labs@vurup.sk
Inspection certificate is the output of electronically processed system and is valid without signature and stamp, E-mail: Test.Labs@vurup.sk

TL46m_VURUP
Verzia / Version: 02.07.2026

INSPEKCNY CERTIFIKAT &islo / INSPECTION CERTIFICATE No:260718 /1080214

17.07.2026
Stanovené Poziadavky / ;Oznaéenkrnetédy/ Postdenie zhody / |
hodnoty / Results | Requirements | Method Identification Conformity check i
| 530 . min. 51.0 STN EN ISO 5165 Vyhavuje

Pass
vyhovuje vyhovuje STN EN 1SO 12185 Vyhovuje
| pass __pass ] ’vPass
Vyh e
52.1 min. 46.0 STN EN 1SO 4264 yhovu
Pass
, vyhovuj
4.1 max. 8.0 | STN EN 12916 yhovuje
% {m/m) L | | Pass
L <0.5 max. 2.0 STN EN 16576 Vyhovuie
{ Pass
{ PP SV 5004 (STN EN ISO Vyhovwe
‘ 9.62 - max. 10.0 20846) - Pass
670 >55.0 | STNEN ISO 2719 Vipheae
i Pass
0.02 max. 0.30 STN EN SO 10370 Vyhovuje
] ~Pass o
‘ VWhovwe
© <0.001 max. 0.010 STN EN 1SO 6245 pass
- 0.003 max. 0.020 | STN EN ISO 12937 Vyhovuje
! | Pass
<12.0 max. 24.0 | STN EN 12662-1 Vyhavuje
i i o H PaSS ) B
1a trieda 1 | STNEN 150 2160 Vyhovuje
‘ .’c@sg; Pass
1 max. 25 STN EN ISO 12205 Yiuyuje
e S . Pass - e
719 max. 10000 | 1P 630 Vyhovuje
Pass
Vyhovuje
330 max. 460 STN EN ISQ 12156-1
..... - s i ! 4 Pass RREESEISEREe.
2.863 2.000-4.500  STNENISO3104 - :::f"“e
34.4 <65.0 | STN ENISO 3405 Yyhogje

. .Pass
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VURUP

: eemormi
; Stanovené Poziadavky / Oznadenie metddy / | Posidenie zhody/
| Viggmos. fPeopasty hodnoty / Results | Requirements Method ldentification | | Conformity check
SA 9 (V/V) destilatu do 350 °C, % (V/V) 926 J—— N I BAGE ' Vyhovuje
‘ - % (V/V) recovered at 350 °C, %(V/V) Lo ] T ST  Pass
-95 % (V/V) predestiuje do, 359.2 max. 360.0 © STNEN ISO 3405 Vynovuje
 -95% (V/V) recovered at, C I | S ~ Pass
A Metylestery mastnych kyselin/FAME, %(V/V) Seliag «=0.10 S i T Vyhovuje
Fatty acid methy! ester(FAME) %(V/V) - | s N B  Pass
A MTF (Medzna teplota ﬁltrovatet’nostl) T ! 10 STNEN 116 Vyhovuje
Cold filter pluggmg pomt (CFPP), N : Pass
SA " Elektricka vodivost pri 20 °C, pS/m ; L Vyhovuje
| i ASTM D 2624
Electrical conductivity at 20 °C, pS/m B Pass

Vysvetlwky/Abbrewatwons SR Subdodavaterakred:tz)vana skugobna metoda Subcontractor aceredited tesung gmethod

N . Subdodévatel neakreditovand skdZobna metdda, Subcontractor non-accredited testing

method

Hustota pri 15°C - vyhovuje v zmysle poZiadavky STN EN 590, t.j. 815-845 kg/m3

Density at 15°C - meet the limit 815-845 kg/m3 according to STN EN 590

Vyhlasenie:

Analytické sktiSanie bolo vykonané v skigobnych laboratériach VURUP, a.s.(Reg. No. 049/5-119) formou subdodavky.
Vysledky skusok a inSpekcie je mozné reklamovat do 14 dni odo dia prevzatia indpekéného certifikitu.

Vysledky inSpekcie sa tykaju len predmetu ingpekcie.

Inspekény certifikdt méze byt reprodukovany vyhradne ako celok.

Statement:

The analytical testing was performed by accredited testing laboratories VURUP, a.s.(Reg. No. 049/5-115) as subcontracting.
The test and inspection results can be claimed within 14 days from the day of take over the inspection certificate.

The inspection results relate only to the items of inspection.

Except in full, the Inspection certificate shall not be reproduced without written approval of the Inspection body.

Pouzité rozhodovacie pravidlo: STN EN 590 / IKV_SN_06 / SN_0601LOG. Pri postdeni zhody nebola zohladnena neistota merania.

Used the decision rule: STN EN 530 / IKV_SN_06 / SN_0601L0G. The measurement uncertainty was not taken into account in the conformity
assessment,

Vysledok indpekcie: Predmet inpekcie vyhovuje poZiadavkan na kvalitu v stilade s: STN EN 590 / IKV_SN_06 / SN_0601LOG
Inspection subject: Object of inspection meets requirements in compliance with: STN EN 530 / IKV_SN_06 / SN_0601L0G

Détum indpekcie / Date of Inspection: 18.07.2026
in$pekciu vykonal a schvalil / Inspection executed and approved by : Marcela Meétanova, inipektor / inspector

Cisternaly) / Tank(s): 33547840820-6 33567842252-4 33567829395-2 37807929853-5 33547840810-7 37807929852-7
37807929942-6 33567829360-6 33567829180-8 33567842181-9 33567829250-9 33567829286-3
33567829393-7 37847830366-2 33567829126-1 33547840952-7 37807929855-0 37847844196-7
33567829000-8 37847836333-6 33567825107-1 33567842475-5 33547840950-1 33547840866-9
33547840843-8

Datum vystavenia / Date of issue: 18.07.2026
Vystavil / Issued by: Marta Mészarosové , inSpektor / inspector

koniec certifikdtu / end of certificate

in$pekény certifikat je vystupom poditatového spracovania a je platny aj bez petiatky a podpisu, E-mail: Test.Labs@vurup.sk
inspection certificate is the cutput of electronically processed system and is valid without signature and stamp. E-mail: Test.Llabs@vurug.sk
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