VURUP, a.s.
Indpekény orgédn, typ C
Inspection body, type €

Viéie hrdio 1
821 07 Bratislava
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S | Reg.No. 049025

Laboratérium nie je akreditované na vykonavanie skiiSok gznacenych "N".
The laboratory is not accredited to make tests marked with "N" sign.

INSPEKCNY CERTIFIKAT Cislo / INSPECTION CERTIFICATE No: 260114 /981294

vyrobca / Producer

Predmet inSpekcie
Inspection object

Spdsob inSpekcie
Inspection technique

SLOVNAFT, a.s.

DIESEL (Trieda F)
DIESEL (Grade F}

Postidenie zhody podfa PRODO156 s: STN EN 590/ SN_0603LOG
Conformity assessment according to PROD0156 with: STN EN 590/ SN_0603L0OG

Saria / Batch EXP_NS5329 /32866484
Cislo nadrze / Tank Nr. N5329
Uvolnenie / Release 11.01.2026 Lubod PYTEL, dispeder
Détum wroby / Production date 11.01.2026
2 v . ; Stanovené PoZiadavky Oznacenie metddy Posudenie zhody
Masox skdsebng] melidy / Rropenty hodnoty Results | Requirements Test Method Conformity check
A ¢ ¢ s N
CRENTE B 816 min. 51.0 STN EN ISO 5165 WHmaEe
Cetane Number, Pass
A ‘ P s
CEmfiavy index; 50.8 min. 46.0 | STNEN ISO 4264 Vilimede
Cetane index, Pass
N s @, . G ¥
Hustc?ta pri 150 C, kg/m3, vyhovuje vyhovuje STN EN ISO 12185 Vyhovuje
Density at 15 °C, kg/m3, pass pass Pass
A Polycyklické aromatické uhfovodiky (PAH), % {m/m) Vyhovuje
! Koo . 8. 1291
Polycyclic aromatic hydrocarbons (PAH), % (m/m) 25 ik B0 SN £ 12218 Pass
N Py .
@sa iiraigeni; gl <0.5 max. 2.0 STN EN 16576 Vyhovige
Manganese content, mg/! Pass
A - .
Obsah siry, mg/kg PP SV 5004 {STN ENISO Vyhovuje
Sulfur content, mg/kg /.35 FiaE-200 20846) Pass
A B I e O .
9d veplanutizg G 67.0 >55.0 STN EN IS0 2719 e
Flash point, °C Pass
A y . v » S
Uhlikovy zvySok {z 10 % dest. zvysku}, % (m/m) Vyhovuje
Carbon residue {on 10% distil.residue}, % {m/m} B max. 0.30 STNEN 150 10370 Pass
A .
Obsah popola, % {m/m) . Vyhovuje
Ferpey o) <0.001 max. 0.010 STN EN iSO 6245 Dass
A p
Obsah vody, % {m/m} Vyhovuje
Water content, % {m/m) 0.003 max. 0.020 STN ENISO 12937 Pass
A - v a %
QEIkQVy Obsah MECISIoG me/ke <12.0 max. 24.0 STN EN 12662-1 Whevoje
Total contamination, mg/kg Pass
% Korézia na medenom pliedku (3hod, 50°C), trieda 1 ; Wyhovuje
Copper strip corrosion {3 h at 50°C}, la class 1 S BN B0 Pass
A A « . .
Oxidaénd stadlost, g/m? Vyhovuje
Oxidation stability, g/m3® 1 max. 25 SIEN i 150 22208 Pass
N S . - . - <
t =
pocg Castic>=4, potet/ml 3603 max. 10000 IP 630 Vyhovuje
particle counts>=4, counts/ml p Pass
A . ( . o, - { N
Mazivost, priemer oder.stopy{wsd}/60°C, um ' Vyhovuje
Lubricity wear scar diameter WSD at 60°C, ym 310 max. 460 SHh ol 50 T2 ahel Pass
A . . i otk N
Viskozita pri 40 °C, mm2/s ) P f o Vyhovuje
Viscosity at 40 °C, mm2/s i < 4500: STN FN i$0 31,0,4 Pass
Destilana skuska,
_Distillation test,
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iz o ety rry et e O il N oo el
s w0 mosomes e
A % %g; f;:;’:i::g:f:sooafc 9:;’(;’\{/\3) 95.9 min. 85.0 STN EN IS0 3405 \;:i’s‘)"“je
’ 95 " mg; féf:fg!g’:tdoc ¢ 346.4 max. 360.0 STN EN 1SO 3405 \;::f"“je
A , :
i ———cmeow  swevon
A ; : e :
e e < w20 | owavis S
Bt otiniby 70 s 275 min. 5 ASTM D 2624 s
Vysvetlivky / Abbreviations: * - Akreditovans skuSobrd metéda, Accredited testing methods V- Neakreditovana skaiobnd metdda, Non-accredited testing methods

Hustota pri 15°C - vyhovuje v zmysle poZiadavky STN EN 590, t.j. 815-845 kg/m3

Density at 15°C - meet the limit 815-845 kg/m3 according to STN EN 590

Vyhlasenie:

Analytické skdSanie bolo vykonané v skaSobnych laboratdridch VURUP, a.s.(Reg. No. 049/5-119) formou subdodavky.
Vysledky skiSok je moZné reklamovat do 14 dni odo dia prevzatia indpekéného certifikitu.

Statement:

The analytical testing was performed by accredited testing laboratories VURUP, a.s.(Reg. No. 049/5-119) as subcontracti ng.

The test results can be claimed within 14 days from the day of take over the inspection certificate.
Pouiité rozhodovacie pravidlo: Pri postdeni zhody nebola zohfadnend neistota merania.
Used the decision rule: The measurement uncertainty was not taken into account in the conformity assessment.

Vysledok in3pekcie: Predmet inpekcie vyhovuje poZiadavkam na kvalitu v sulade s: STN EN 590/ SN_0603L0OG
Inspection subject: Object of inspection meets requirements in compliance with: STN EN 590/ SN_0603L0G

In3pekeiu vykonal a schvélil / Inspection executed and approved by : Marta Mészdrosova, inspektor / inspector

Datum indpekcie / Date of Inspection: 11.01.2026

Cisterna{y} / Tank{s): 33567842243-7 33547840765-3 37807841823-3 33567825233-5 37847844221-3 37807929885-7
33567829288-9 33567829365-5 37847844212-2 37847836229-6 33567842173-6 33567829016-4
33547840754-7 33567842193-4 37807849109-9 37847836328-6 33557970009-7 37847840220-9
33567829325-9 37847836227-0 33567842378-1 378478304074 33807967389-7 378478408685

Datum vystavenia / Date of issue:  14.01.2026

Vystavil / Issued by: Marcela MeStanova , indpektor / inspector

koniec certifikatu / end of certificate

In3pekiny certifikdt je vystupom potitatového spracovania a je platny aj bez pediatky @ podpisu, E-mail: Test.Labs@vurup.sk
Inspection certificate is the output of electronically processed system and is valid without signature and stamp. E-mail: Test.Labs@vurup. sk
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