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VURUP, a.5
indpekény organ, typ C
inspection body, type C
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{aboratdrium nie je skreditované na vykondvanie skisok oznatenych "N".
The laboratory is not accradited to make tests marked with "N" sign.

INSPEKENY CERTIFIKAT gislo / INSPECTION CERTIFICATE No: 251106 / 947877

Wrohca / Producer
Predmet inSpekcie
inspection object

Spasob indpekcie
inspection technigue

$aria f Batch

Listo nadrie / Tank Nr.
Uvolnenie / Release
Datum vyroby / Production date

SLOVNAFT, as.

DIESEL {Trieda F}
DIESEL {Grade F}

postdenie zhody podia PRODS.S_Wi_SNVURL s: STN EN 5380/ SN_0B03L0G
Conformity assessment according to PRODS.S_Wi_SNVURT with: STN EN 330/ SN_0603L0G

EXP_N5226 / 32635130

N5226
01.10.2025 Rdbert Kiss, dispeder
30.08.2025

e o |Stanovené Potiada Oznagenie met Postdenie th

Nizow skiiabne] mutGdy / Property  hodnoty Results Require:::ms Test Method o Conformity &D:?ck

1A Cetdnové &islo, S 517 min. 51.0 ) ;7 STN EN ISO 5165 Wyhovuje

| Cetane Number, i Pass

A Cetanowvy index, “so8 min. 46.0 [ STN EN 150 4264 Vyhovuje o
Cetane index, i P Pass

" Hustota pri 15 °C, kg/m3, T wyhovuje vyhovuje | STNEN 150 12185 T Vyhovuje

| Density at 15 °C, kg/m3, . pass pass i Pass

¥ Polycyklické aromatické uhlovodiky (PAH), % (m/m) | 2.8 max. 8.0 | STNEN 12916 Vyhovuie

: Polycyclic aromatic hydrocarbons (PAH), % {m/m) Pass

¥ Obsah mangany, mg/i <05 max.2.0 | STNEN 16576 " vyhovuje

| Manganese content, mg/l ; i . Pass

% Obsah siry, mg/kg | 8.16 max. 10.0 T PP SVS00s {(STNENISO " Vyhovuje
Sulfur content, mg/kg , 20846} Pass

"% Bod vaplanutia, °C BRSO >55.0 STN EN SO 2718 “Vyhovuje
Flash point, °C ] Pass

% Uhlikovy zvysok z 10%dest.zvysku, % {m/m} T 0.0z max. 0.30 STNEN 150 10370 Vyhovuje
Carbon residue {on 10%dist.residue}, % {m/mj} i : Pass

A Opsah popoia, % {m/m) T <0.001 " max. 0.010 " STN EN iSO 6245 | Vyhovuje
Ash content, % {m/m)} ; i | Pass

~ Qbsah vody, % {m/m} ""p.003 " max. 0.020 STNEN 1SO 12937 | vyhovuje
Water content, % {m/mj} | Pass

A Celkovy obsah nedistdt, mg/ke - T <120 max. 24.0 STH EN 126621 o :Vy‘;e;ujte
Total contamination, mg/kg | Pass

"f\m'az;a namgd‘enm:r”;;heiku {Bh pn 50°Q), : 1a trieda 1 STN EM&SC 2169 Vyhovuje
Copper strip corrosion {3hat 50°C ), class 1 Pass

* Oxidatns stalost, g/m3 2 C Tmax 25 STN EN 15O 12205 T Vyhovuje
Oxidation stability, g/m?® ! Pass

% Mazivostpriemer oderstopylwsd}/60°C, um 330 max. 460 STNEN SO 121561 " Vyhovuje
Lubricity wear scar diameter WSD 2t 80°C, um i ' Pass

% Kinematicka viskozita pri 40 °C, mm2/s 2.429 T2.000-4500  SINENISO3104 ¢ Vyhovuje
Kinematic viscosity at 40 °C, mm2/s ' Pass

e | e : ;
Distillation test, : g .

& 5 (V7V) destitatu do 250 °C, % (V/¥) 48.5 T <850 STN £X 150 3405 Tvyhovue

% {(V/V) recovered at 250 °C, % {V/V}

¥ Pass

indpekiny centifilat je wistupom politaloveho spracovania 3 je glatny aj bez pediatky a podpisu. E-mail: TestlabsSvurupsk
Inspection certificate is the output of electronically processed system 2nd is valid without signature and stamp. E-mail: Test.Labs@wurup.sk
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VURUP

’ % Poti Oznatenie met | Posudenie zhody
i Nizoviskisobag) HetaGy Prapenty ;, z?:::teyn:esults R:q:idrmnts | Test Method o r Conformity check
£ i
189 (y/V) destitétu do 350 °C, % {V/V) 945 min. 85.0 STN EN ISO 3405 Vyhovuje
% (V/V) recovered at 350 °C, % (V/V) ’ N S ; Pass
2795 % (V/V) predestiluje do, °C ) 73520 | max. 3600 STN EN IS0 3405 Vyhovuje
95 % (V/V} recovered at, °C . v - N o i'_MF’fa\ks’s 4
A Metylestery mastnych kyselin/FAME,%{V/V), <=0.10 | <=0.10 STN EN 14078 Vyhovuje
Fatty acid methyl ester (FAME), %{V/V), - ol P‘e}ssﬁ
A MTF Medzn4 teplota filtrovatefnosti, °C .29 " max.-20 STN EN 116 | Vyhovuje
Cold filter plugging point, (CFPP}, °C | Pass

|
‘A Elektrickd vodivost pri 20 °C, pS/m i 95 min. 50 ASTM D 2624 Vyhovuje
| Electrical conductivity at 20 °C, pS/m | | Pass

‘ Vysvetlivky / Abbreviations: * - Akreditovand skasobnd r‘ﬁe‘tbéaa,ﬂfé‘écfedited testing methods  * - Neakreditovana skiZobna met6da, Non-accredited testing methods

Hustota pri 15°C - vyhovuje v 2zmysle poZiadavky STN EN 590, t.j. 815-845 kg/m3
Density at 15°C - meet the limit 815-845 kg/m3 according to STN EN 530

Vyhiasenie:

Analytické skiifanie bolo vykonané v skicbnych laboratéridch VURUP, a.s.(Reg. No. 049/5-119) formou subdodavky.
Viysledky skusok je moiné reklamovat do 14 dni odo diia prevzatia indpekéného certifikdtu.
Statement:

The analytical testing was performed by accredited testing laboratories VURUP, a.s.(Reg. No. 049/5-119) as subcontracting.
The test results can be claimed within 14 days from the day of take over the inspection certificate.
Pouiité rozhodovacie pravidio: Pri postideni zhody nebola zohladnena neistota merania.

Used the decision rule: The measurement uncertainty was not taken into account in the conformity assessment.

Vysledok in§pekcie: Predmet indpekcie vyhovuje poZiadavkdm na kvalitu v sitlade s: STN EN 590/ SN_0603LOG
Inspection subject: Object of inspection meets requirements in compliance with: STN EN 590/ SN_0603L0G

indpekciu vykonal a schvalil / Inspection executed and approved by : Jifina Vanéikov3, indpektor / inspector

Détum inipekcie / Date of Inspection: 01.10.2025

Détum vystavenia f Date of issue:  06.11.2025
Vystavil / issued by: Eva Strieborna , inSpektor / inspector

koniec certifikdtu / end of certificate

In3pekiny certifikdt je vystupom potitacového spracovania a je platny aj bez petiatky a podpisu. E-mail: Test.Labs@vurup.sk
Inspection certificate is the output of electronically processed system and is valid withaut signature and stamp. E-mail: Test.Labs@vurup.sk
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